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Ports and connectors

Ports and connectors

NL7-EC F 230VAC Servo Drive

) Front Panel

@ USB mini tuning port

3 CN3 EtherCAT IN
CM4 EtherCAT OUT

@ CN2 Encoder

(TPower on
indicator ight

% Regenerative l
resistor L

peg

B CHN6 STO

@ CN1 VO Signals

=
]

L1, L2 ¢+ Main power
supply

P+: {Extermal brake
resistor P terminalfintemnal DC
bus positive lerminal)

Br : Regenerative resistor
terminal

M: Intemal DC bus
nagative terminal (Do not
connect)

U Ve W: Mut.ﬂrpﬂ'ﬂ'ﬂf
terminal

i1 Protective Earth

NL7-ECFT 400VAC Servo Drive
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A'Power-on
indicator light

X1: (@ L1C. L2C : Control power
input terminals

R. 5. T ° Main power
input terminals

P+ : DC bus + terminal
B1 : Built-in regenerative resistor
terminal

B2 : Built-in/ External
regenerative resistor terminal
N:DC bus - terminal {Don't
connect anything to M.)

i U, V. W: Terminals for motor
connechion
PE: Motor grounding tarminal
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L Front panel

3) CN3 EtherCAT IN
CHN4 EtherCAT OUT

(Z) USB mini tuning port

4) CN1 Control signal

o

| CMNB STO

B! CN2 Encoder input

T/ CN5 Encoder pulse
output

17 Protective Earth
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