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Encoder Configurator

Encoder Configurator is a software running on windows for calibration, monitoring and checking of the
reverso encoder.

The communication from PC and encoder is based on RS485 communication interface using a
programming cable from NiLAB.

Download here:
https://www.nilab.at/download/revenc368-firmware-09092020-flash-tool/?wpdmdI=3804&refresh=670
f811cac1011729069340
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| ENCODER POSITION READ ‘ ‘ ENCODER PARAMETER READ ‘ ‘ ENCODER PARAMETER WRITE ‘ ‘ ENCODER RESET |
4
ABSOLUTE POSITION METER
31242 unit ]
195,250 mm O actve CH: |0-Sine 0E

PARAMETER

13722 counts 16731 counts OVERSAMPLING |4 - 16 Penod / 32 mm READ CONFIGURATION
FROM FLASH
OFFSET SINE OFFSET COSINE
1,104 Vels 1,347 5| Vois RESOLUTION 62,55 microns

STORE CONFIGURATION IN

5002 counts 500%| counts MAGNET SIZE 324 mm
MSA OFFSET SINE MSA OFFSET COSINE
04032 vols 040313 Volis MAX STROKE 7005 mm l START CALIBRATION ‘
ANGLE OFFSET 150,005 degrees POSITION OFFSET 0% microns FILTER LENGTH 2565 counts
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